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NOTICE

Written and Maintained by Douglas A. Brown - brown@igel.com

Copyright

International copyright laws protect this publication. All rights reserved. With the
exception of documentation kept by the purchaser for backup purposes, no part of this
manual — including the products and software described in it — may be reproduced,
manipulated, transmitted, transcribed, copied, stored in a data retrieval system or
translated in any form or by any means without the express written permission of IGEL
Technology GmbH.

Copyright © 2018 IGEL Technology GmbH. All rights reserved.

Trademarks
IGEL is a registered trademark of IGEL Technology GmbH.

Any other names or products mentioned in this manual may be registered trademarks of
the associated companies or protected by copyright through these companies. They are
mentioned solely for explanatory or identification purposes and to the advantage of the
owner.

Disclaimer

The specifications and information contained in this manual are intended for
information use only, are subject to change at any time without notice and should not be
construed as constituting a commitment or obligation on the part of IGEL Technology
GmbH. IGEL Technology GmbH assumes no responsibility or liability for any errors or
inaccuracies that may appear in this manual, including any pertaining to the products
and software described in it. IGEL Technology GmbH makes no representations or
warranties with respect to the contents thereof and specifically disclaims any implied
warranties of merchantability or fitness for any particular purpose.

IGEL Endpoint Management. Designed in Germany, Made from Genius!

The above legalese aside, this is a product of the IGEL Community. Please feel free to
do with it as you choose; share it, contribute to it, and use it! However, please do not
Sauté it!
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Special Thanks!

This project is a community activity and a byproduct of many folks who gave of their
time to contribute tech recommendations, proofing, testing and, much appreciated
support. A huge thank you from me to them!

So, shines a good deed in a weary world!

Sébastien Pérusat lan Anderson Fredrik Brattstig
Christian Drieling Timco Hazelaar Carl Behrent
Falk Heiland Daniel Ugarte

If you are interested in seeing your name in lights, or more appropriately, helping your
fellow techie by contributing to this resource, please contact us! After all, together we
are better!
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This project is a work in progress. Below is the list of changes added in each version:

Date

Version

Description of Changes

4/11/2018 1.0

= First Version

5/5/2018 1.01

=  Updated How to Update Existing Profiles section

9/17/2018 1.02

= Updated eDocs links to new kb.igel.com
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Roadmap!

The following items are currently scheduled to be added to future versions of this
project. If you would like to make a recommendation for this list or are interested in
contributing, please contact us at igelcommunity@igel.com.

» How to update locally using a USB Drive — Learn more here
https://kb.igel.com/igelos/en/updating-the-firmware-using-a-usb-storage-device-
2721232.html

» How to update using the Buddy Feature. Learn more here
https://kb.igel.com/igelos/en/buddy-update-2720563.html
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1. IGEL OS Firmware Updates

IGEL OS updates are delivered via downloadable firmware available free from the
IGEL web site. The IGEL UMS ships with functionality to automate the process of
updating IGEL devices. Depending on how your devices connect to the UMS defines
how they are updated, you have two possible choices.

Updating IGEL OS devices with a direct connection to the UMS

If your IGEL OS-based devices are on a routable network and can connect directly to
the UMS, you can use the Universal Firmware Update feature of the UMS.

The following steps details how to update the IGEL OS using the UMS Universal
Firmware Update feature:

e How to Update the IGEL OS Firmware via the UMS
e How to Deploy Firmware Update

Updating IGEL OS devices that connect via an IGEL Cloud Gateway (ICG)

If the IGEL OS-based devices you wish to upgrade is connected to the UMS via the
IGEL Cloud Gateway (ICG), the traditional UMS Universal Firmware Update feature
does not work as the IGEL end-points cannot download the firmware file from the UMS
file repository. In this case, you are required to deploy the firmware updates in a fashion
where the IGEL OS can download the files. To do this, IGEL provides the ability to
create a UMS profile that allows the IGEL OS to be configured to download the
firmware update via FTP, SFTP, HTTP, HTTPS, or FTPS.

The following steps detail how to update the IGEL OS when connecting to the UMS via
an ICG server:

e Update IGEL OS Firmware via the ICG
o Download IGEL OS Firmware
o Create Firmware Repository
= How to Configure AWS S3 as the Firmware Repository
= How to Configure Citrix ShareFile as the Firmware Repository
= How to Configure Microsoft 1S FTP as the Firmware Repository
o How to Create a Firmware Update Profile
e How to Deploy a Firmware Update
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2. IGEL OS Firmware Versions Explained

Currently, IGEL ships different versions of the IGEL OS firmware based on the
different types of devices you own. This can be somewhat confusing as to why but it
comes down to the device drivers included in each image. This allows IGEL to ship the
smallest, yet most complete image possible.

Today, there are mainly three types of firmware versions you would be interested in,
Windows, LX, and OS. Of course, the Windows version is the Microsoft Windows 10
loT version whereas the LX and OS version is the IGEL OS Linux operating system.
Both the LX and OS firmware contain the same feature sets. The LX 10.03.500 is the
same as OS 10.03.500; the only difference is the type of device it is deployed on. LX is
used on IGEL hardware based thin clients, and the OS version is used on the IGEL
UDC and UD Pocket.

You will also notice a reference to v5 and v10. The v5 version is a legacy version of the
IGEL OS, and it reached end-of-life in fall 2017. IGEL supports all EOL firmware for
up to three years from the EOL date. The current version of IGEL OS Linux
operating system (LX+QOS) is v10.

The following table lists the current in-use firmware versions:

Prefix Usage

LX IGEL hardware based thin clients running the Linux version of the IGEL OS. If you are
running an IGEL hardware-based thin client and it is not running Windows, it is a good bet
this is the firmware you use to upgrade your device(s).

Download at http://www.myigel.biz/index.php?dir=IGEL_UNIVERSAL_
DESKTOP_FIRMWARE/LX/

1Z Software license locked down version of the LX operating system. It is the same IGEL OS,
running on the same hardware, the feature sets are just locked away. There are three
different versions of 1Z device, Citrix, Microsoft RDS, and VMware Horizon.

Download at http://www.myigel.biz/index.php?dir=IGEL_ZERO/

0s IGEL Universal Desktop Converter (UDC) and IGEL UD Pocket.

Download at http://www.myigel.biz/index.php?dir=IGEL_UNIVERSAL _
DESKTOP_CONVERTER/

W10 IGEL hardware based thin clients running Windows 10 Enterprise I1OT.

Download at http://www.myigel.biz/index.php?dir=IGEL_UNIVERSAL _
DESKTOP_FIRMWARE/W10/
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The following table lists the legacy firmware versions:

Prefix Usage

CE Windows CE based version (not supported any longer)

Download at http://www.myigel.biz/index.php?dir=IGEL_UNIVERSAL _
DESKTOP_FIRMWARE/CE/

ES Windows Embedded Standard 2009 (XP)

Download at http://www.myigel.biz/index.php?dir=IGEL_UNIVERSAL_
DESKTOP_FIRMWARE/ES/

LX Soc |Legacy ARM-based IGEL thin clients (not supported any longer)
Download at http://www.myigel.biz/index.php?dir=IGEL_UNIVERSAL _
DESKTOP_FIRMWARE/LX_SoC/

W7 IGEL hardware based thin clients running Windows 7 Embedded Standard.
Download at http://www.myigel.biz/index.php?dir=IGEL_UNIVERSAL _
DESKTOP_FIRMWARE/W7/

W7+

IGEL hardware based thin clients running Windows 7 Embedded Standard with larger
storage adapter than the 4GB in W7. This is the same version of Windows 7 Embedded as

in the W7 firmware expect the size of the image is larger to accommodate the larger storage
sizes of some devices.

Download at http://www.myigel.biz/index.php?dir=IGEL_UNIVERSAL _
DESKTOP_FIRMWARE/W7%2B/

Learn how IGEL versioning works and what the identification numbering means -
https://kb.igel.com/licensesmore/what-is-the-meaning-of-igel-release-names-
2271574.html
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3. Update IGEL OS Firmware via the UMS

If the devices you wish to update connects to the IGEL UMS via a routable network,
then you can use the UMS’s Univeral Firmware Update feature.

The following defines how to update the IGEL OS firmware using the UMS Univeral
firmware update feature:

1. Right-click the Universal Firmware Update node, located on the bottom left menu
of the UMS.

Sewetwe L1I T - g
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2. The UMS offers two different methods for updating the IGEL OS firmware,
automatic and manual.

To automatically update the IGEL OS, the UMS is required to have a working

Internet connection. The manual method does not need connectivity as you can
download the firmware from IGEL’s website on another machine and upload it
manually to the UMS.

If you chose to update the UMS firmware repository manually, skip to step
6.

To automatically update the firmware, please click the Check for new firmware
updates link from the dropdown list.

ST il ma
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3. The Universal Firmware Updates window opens, and the UMS starts a process to
search for the IGEL OS firmware version families you have registered in the UMS.
For example, if you have the IGEL OS UDC or UP Pockets registered, the UMS
downloads the correct firmware for the corresponding IGEL OS firmware family.

Click to check the Include check box for the firmware model (family) and click the
version dropdown list to select the version(s) you wish to add to the repository.

Click the Download button to start the download process.

| e e e Y mee ews Ta T B asD Bl - —

4. The update process’ status is changed to Started, you are off and running. This
process could take a bit of time, so please click the OK button to continue.

G Uarns St 08 3 0 3370 Epr——
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5. You are brought back to the UMS. The new firmware is added to the list of possible
updates in the left menu as it continues to download. Keep an eye on the Download
Status section, but don’t worry if the status bar does not move, it IS working, trust
us.

6. If you would like to download the IGEL OS firmware manually, right click on
Firmware Archive (Zip-File) -> Universal Firmware Update. Though, before
you go to the next step, you need to download the firmware from the IGEL web site.
Let’s do that now, and then you can flip back to the UMS to continue.

- 8 sewes ey - - smmne w—me -

— -
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7. Browse to https://www.igel.com/software-downloads/ to download the desired
IGEL OS firmware version. Notice the different software downloads available.
Depending on which devices you own will define which firmware you download
and then add to the UMS update file repository.

In this case, you want to update the IGEL OS for the UDC. Click the IGEL
Universal Desktop Converter link to continue.
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8. Click to expand the Universal Desktop Converter 3 folder and click the Updates
folder link.
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9. Click to download the desired firmware versions and save it to a location where it is
accessible. If you are doing this on your local machine, you are required to copy the
firmware file to UMS server to be imported into the UMS firmware repository.
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10. Once you have downloaded and copied the desired firmware file to the UMS server,
you can flip back to the UMS. The Firmware Archive (Zip-File) -> Universal
Firmware Update window opens. Click the ... button to start the process of
uploading the IGEL OS firmware image you downloaded above.

Firmware Archive (Zip-File) -> Universal Firmware Update x
Firmware file

Fumware file [l

Firmware attnbutes

Display name Cmtmd Snapsnot

WebDAV target directory

]
Sw— v |
- e
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11. You are brought to the Open window. Browse to the location of the downloaded
firmware, select it and click the Open button to continue.

Open X
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12. You are brought back to the Firmware Archive (Zip-File) -> Universal Firmware
Update window where you can change the name that is displayed in the UMS for
this particular firmware update in the Display name text box. It is highly
recommended to give it a friendly name so that it can be easily be identified.

Next, you are required to enter the directory where the firmware upload is to be
stored. Click the Select directory button to continue.

Firmware Archive (Zip-File) -> Universal Firmware Update

Fimware file | C\Users\Administrator\DeskopWUDC3_1003.210 .

Firmware attributes - - - -
Displayname |UDC3_10.03210

WebDAV target directory

S —— e
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13. The UMS ships with a built-in web server for numerous uses, one being the
deployment of the IGEL OS firmware images. Select the ums_filetransfer entry
and click the Open button to continue.

e
|

Lok (@ weodar i §- | jolry

| 8 ums_metranster

Folder Name | lums_Siletransfer/ \

Files of Type: | All Files v

14. You are brought back to the Firmware Archive (Zip-File) -> Universal Firmware
Update window. Verify all the settings are as desired and click the OK button to
start the process of uploading the firmware.

Firmware Archive (Zip-File) <> Universal Firmware Update
Firmware file
Firmware file | C\Users\AdministratoDes op\UDC3_10.03.210.2ip .

Firmware attributes
Displayname |UDC3_1003.210

WebDAV target directory

WebDAV target directory | hips 110,02 7 8442/ums_Sletranster/ _
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15. The UMS start the process of uploading the selected firmware files. Hit the F5 Key

The download status button is not that great as it does not accurately show the
progress. Trust us; it will finish, if not you will see Failed as the status. A failed

download could happen for a few reasons, lack of storage space and failure to
communicate with the IGEL web site.

or the Refresh button to update the progress bar.

16. The next step is to assign the uploaded IGEL OS firmware to the devices you wish
to update. Click the + icon in the Assigned objects pane.
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17. The Select assignable objects window opens allowing you to select the devices you
want to update. You can assign firmware to single devices or folders of devices
within the directory structure. Click the desired folders or devices you want to
upgrade and click the > button to move them to the Selected objects pane.

Once finished, click the OK bhutton to continue.
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18. As with profiles, you can define at which time you wish to push the instruction set
to configure the device to download the firmware when triggered.

Select the desired radio button and click the OK button to continue.

When should these changes lake effect?
@ NextReboot
) Now

] Aways apply settings on next reboot (and dont show this dialog again)
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19. You are brought back to the UMS and will notice the folders and devices you
assigned to the selected IGEL OS firmware are listed in the Assigned objects pane.
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You have successfully configured the firmware update. The next step is to define how
and when you wish the firmware to be deployed to the desired IGEL OS devices. Please
skip to the How to Deploy a Firmware Update section.
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4. Update IGEL OS Firmware via the ICG

As discussed above, if you have IGEL devices connected to the IGEL UMS via the ICG
you are not able to use the traditional Universal Firmware Update UMS feature. You
are required to deploy the updates using a UMS profile. The firmware update files are
required to be stored in a location that your devices can connect to and download from.

The first thing you need to decide upon is where to store the IGEL firmware files. As
stated above, the data is required to be accessible from the client. You can place them in
any location that allows the IGEL OS to download them directly. IGEL supports FTP,
SFTP, HTTP. HTTPS, FTPS, or File. In this document, we have detailed how to store
the firmware updates on AWS S3, Citrix ShareFile, or a traditional FTP server, in this
case, a Microsoft I1S FTP server.

Once you have created the required firmware file repository, you are required to
develop a simple UMS profile and then assign it to the devices you wish to update. It is
just that simple.

This section is broken down into the following steps, depending on your desired
configuration:

Download IGEL OS Firmware
Create Firmware Repository
o How to Configure AWS S3 as the Firmware Repository
o How to Configure Citrix ShareFile as the Firmware Repository
o How to Configure Microsoft I1S FTP as the Firmware Repository
How to Create a Firmware Update Profile
How to Deploy Firmware Update
o How to Manual Deploy from UMS
o How to Automate Updates on Shutdown
o How to Schedule Updates using Jobs & Views
How to Update Existing Profiles
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4. 1. Download IGEL OS Firmware

Before you get too far, you need to download the appropriate firmware version for the
type of device(s) you wish to update. Please refer to the previous section for more
information on which firmware version is right for you.

For this document, we are updating the IGEL UDC or UD Pocket thus the OS
firmware family is the correct version for this use-case.

The following defines how to download the IGEL OS firmware for the UDC/UD
Pocket:

1. IGEL has recently updated the IGEL website and the Software Downloads section.
To download the latest OS version firmware, browse to the following web page
https://www.igel.com/software-downloads/ and click the IGEL Universal
Desktop Converter link.
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2. Click to expand the Universal Desktop Converter 3 link.
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Software Downloads

SOFTWARE / IGEL UNIVERSAL DESKTOP CONVERTER /
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3. Click to expand the Updates link
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4. You are presented with a list of the most recent versions of the IGEL OS firmware.
Click to download the desired version(s) and save them to a location accessible as
you will extract and copy the firmware files to the desired download location in a
bit.
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4. 2. Create Firmware Repository

For the IGEL OS to download the required firmware files, they need to be accessible.
This can be done using FTP, SFTP, HTTP, HTTPS, or FTPS. That is up to you.

For this document, we have tried to detail how to use the most common solutions,
AWS, Citrix ShareFile, and a standard FTP server. You only need to choose one.

The following section is broken down into the following options:

e How to Configure AWS S3 as the Firmware Repository
e How to Configure Citrix ShareFile as the Firmware Repository
e How to Configure Microsoft IIS FTP as the Firmware Repository
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4. 2.1 How to Configure AWS S3 as the Firmware Repository

If you have chosen to use AWS S3 as the firmware repository, please follow the steps
below to configure a new AWS S3 Bucket:

1. Browse to the AWS portal and log in. From the Services menu click the S3 link.
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3. The next step is to create the S3 Bucket. You are required to enter a bucket name.
The Bucket name needs to be a unique DNS-compliant name. This name must be
unique across all existing bucket names in Amazon S3. After you create the bucket,
you cannot change the name. This name is visible in the URL that points to the
objects that you are going to put in your bucket, so please choose wisely.

For more information about naming buckets, please refer to the Rules for Bucket
Naming in the Amazon Simple Storage Service Developer Guide.

Next, select the Region the firmware files are stored. If you have IGEL devices
located across the globe, you will want to create multiple buckets and thus
numerous profile configurations for each region. For now, select the region that is
closest to your devices.

Click the Create button to create the new S3 storage Bucket.

\
Create bucket
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4. Your new bucket is created, and you will see it in the list of S3 Buckets.

You will notice, we have blurred the name of the bucket. This is due to the
fact the bucket name is used in the URL you will configure the IGEL OS to
download the updates from. If this URL is publicly available, then anyone can
use it to download their updates and thus your S3 storage bill could become
rather large. You are duly warned.

Click the bucket name link to continue.
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5. Over time you might find yourself with multiple firmware versions for a different
type of devices and different firmware version numbers. Thus, it is recommended to
create a folder for each firmware update.

Click the Create folder button to continue.
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6. Enter a name for the new folder. We recommend selecting a name the reflects the

firmware version.
Enter the desired name and click the Save button to create the new folder.
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7. Click on the newly created folder to continue.
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8. You are ready to upload the firmware files you downloaded above. Click the blue
Upload button to continue.
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9. Click the Add files button to continue.
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10. Browse to the location you extracted the firmware files you downloaded and hit
CTRL/Command A (depending on OS version) to select all the files and then click
the Open button.
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11. Click the Next button to continue.
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12. You are required to make the files public, so they are accessible to be downloaded
by the IGEL OS. Click to drop down the Manage public permissions combo box
and select the Grant public read access to this object(s) item.

Click Next to continue.
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13. You are warned that everyone will have read access to your files. This is perfect,
click the Next button to continue.
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15. You are ready to upload the firmware files. Click the Upload button to start the

upload process.
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16. Once the files are uploaded, browse the list until you find the osiv.inf file and click
to open its properties.
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17. This is the file that gives you the complete path to the firmware files. Copy and
paste this URL into a safe place as you will use it when creating a UMS update
profile.
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You are done and can skip to the How to Create a Firmware Update Profile section
to configure the IGEL OS devices to use the newly created Firmware repository.

IGEL OS Firmware Updates - Step-by-Step Guide - www.igelcommunity.com



Page 36

4. 2. 2 How to Configure Citrix ShareFile as the Firmware
Repository

If you have chosen to use Citrix ShareFile as the firmware repository, please follow the

By default, the Citrix ShareFile FTP service only establishes nine FTP connections at a
time. In this case, you would either need to set an update task to be trigger nine updates
at shutdown and then repeat the process until all devices are updated, or you can try to
contact ShareFile support and negotiate to change this setting on your ShareFile
account, though we cannot promise they will.

steps below to configure ShareFile:

1. Open your favorite Browser and browse to your Citrix ShareFile account’s web
page and log in.

2. Once logged in, it is recommended to create a firmware update folder structure to
store the different firmware updates the IGEL OS will be downloading. You can
store this in any location you like, just be mindful of the location as you will need
the full path when creating the UMS update profile in a coming step.

In this example, we have created a folder in the ShareFile Personal Folders called
IGEL OS Firmware.
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3. Next, you will want to create the different folders for each firmware update. In this

example, we have named it os_10.03.570.
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4. Open the folder you created above and copy the extracted firmware files for the
appropriate firmware to the newly created folder. This will take a bit of time to
upload the files to the ShareFile cloud.

The upload will occur in the background; you can move forward to the next step.
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5. Now that you have created your folder structure and are copying the firmware files
to ShareFile you will need to configure the ShareFile service to allow the IGEL OS

to download via the ShareFile FTP server.

From the ShareFile web page, on the left menu, click to expand the Settings node

and then click the Admin Settings link.
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6. Click to expand the Advanced Preferences node
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7. Click to the Enable ShareFile Tools node and browse to the External Tools
section of the page. Click to check the FTP Access and FTPS Access checkboxes
to enable the FTP service.
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8. From the Settings section of the left menu click to select the Personal Settings
node.
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9. Click to select the Advanced Connections node and browse to the FTP Settings
section of the page. On this page, the FTP server name and username are displayed.
Make a note of the FTP Server URL and the User Name as you will use them
when creating the firmware update profile in a later section below.
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You are done and can skip to the How to Create a Firmware Update Profile section
to configure the IGEL OS devices to use the newly created firmware repository.
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4. 2. 3 How to Configure Microsoft IIS FTP as the Firmware
Repository

If you have chosen to use a Microsoft IIS FTP server as the firmware repository, please
follow the steps below to create and configure the 1IS FTP server:

1. Open the Server Manager and click to expand the Manage menu and then click the
Add Roles and Features link.
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2. Click the Next button to continue.
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3. Accept the default Role-based feature-based installation and click Next to
continue.
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5. Click to check the Web Server (11S) role and click Next to continue.
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6. Click the Add Features button to continue.
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7. You are brought back to the Roles page, and you will notice the Web Server (11S)

checkbox is checked. Click Next to continue.
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9. Click Next to continue.
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10. It is time to configure the different 11S Services you wish to install. In this use-case
you are only installing the FTP Server, you can uncheck the Web Server checkbox
and then click to check the FTP Server checkbox and then click Next to continue.

B At Roles and Festures Wizerd - o x
Select role services o
e oL lepe Setec the cole serices 10 metal for Veed Server (US)
e T o Roke sevvaes Desorgtion
S Sk o [ Wt Server FTF Semver enatoms e Tarster of
e Boees ] Cammon FI— s tatneem 3 Dt 3t e By
&3 wng ™he FTF peotoxs. Uners can
Riatai :_Mudoque o FTP s
vesb Sereer Bz 115) :M trander files by wing e FTP chent
I R ——
-
L] 19 Exseniviity
4 ¥ Maragemens Toos
F T Maragement Cornoe
[} 25 & Managenent Compatibiey
) #5 Maragement Scipts and Took
| Management Servce

B -

IGEL OS Firmware Updates - Step-by-Step Guide - www.igelcommunity.com



Page 46

11. Verify your settings look like the screenshot below and click the Install button to

install the FTP Server.
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12. If all goes as planned, you are promoted that the installation succeeded. Click the

Close button to continue.
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13. You have successfully installed a Microsoft FTP server. The next step is to create

the FTP site you will use to store IGEL OS firmware updates. Click the new I1S
entry in the left menu.
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14. You should see your newly installed FTP server listed in the right pane, right click

on it to reveal the context menu. Click the Internet Information Servers (11S)
Manager link.
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15. The Internet Information Services (11S) Manager opens. Click to expand the

server’s node in the left men.
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16. Right-click the Sites node to expose the context menu and click the Add FTP Site

link to continue.
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17. Enter a friendly name in the FTP site name text box and then enter
c:\inetpub\ftproot\ in the Physical path text box and click the ... button to create

You will need to make sure you have enough disk space to store the firmware
updates. Firmware updates can be rather large, greater than 1GB in size.

the location you will be storing the firmware image files.
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18. Click the Make New Folder button.
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19. Enter a name for the firmware repository’s root folder and click OK to continue.
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20. Verify the settings are as desired and click Next to continue.
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21. In this example, we are not deploying an SSL certificate and hence not using SFTP.

Of course, you can do this if you desire. Click the No SSL radio button and click
Next to continue.

A Unssugres vl [

[ Enathe Vietusl Hust Marrven

7] Sart 119 dtw autmamatically
=

¥ e —

) Abow S0
) Meguare S50
34 Contihente

Yice Catent b F—

22. You are required to configure how the IGEL OS will authenticate with the FTP
server to download the firmware updates. In this example, we will be using Basic
authentication, and the permissions are set to Read only. You can either create a
local windows user or, if your server is a domain member, you can use a Domain
User account. In both cases, make sure this user account has the correct NTFS
permissions on the FTP folders. Click Finish to continue.

Aded FTP Ste ? A

0 Authentication and Authorization Information
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23. You are done configuring the Microsoft FTP server. You can test it by connecting to
the FTP server with your favorite FTP client.
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24. Now it is time to populate the FTP site with the desired firmware image files.
Browse to the folder you defined in step 19 and create a new folder with a name
corresponding to the desired firmware version you will be deploying. Repeat this
step for every firmware version you would like to implement.
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25. Open the newly created folder and copy and paste the extracted firmware image

files to the folder.
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4. 3. How to Create a Firmware Update Profile

Once you have created the firmware repository, you are ready to create a UMS update
profile. This profile is used to configure the desired IGEL OS devices to use the newly
created Firmware repository settings.

The following details how to create a UMS update profile and assign it to the desired
devices running the IGEL OS.

1. Login to the IGEL UMS and browse to the Profiles section. The first thing you will
want to do is create a folder structure to house the different profiles you will be
creating for each firmware version you wish to deploy.

Right-click the root level folder that houses the profiles for the specific firmware
family you are deploying and click the New Directory link.

B A i
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2. Enter a name for the new directory that will house the update profiles. It is
recommended to make this name descriptive. In the example below, we used the
name Updates, though you are free to call it anything you like.

Directory Name [Upcam h ]

O |

3. Right-click the newly created folder and click the New Profile link to start the
process of creating an update profile.

B i DTN T
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4. You are required to create a specific profile for each IGEL OS Firmware you wish
to deploy. Enter a detailed name for the new profile in the Profile Name text box.
As with all names, make it descriptive. In the example below, the profile is named
after the firmware version being deployed. Click the OK button to continue.

New Profile ~
Profile Name 0S 1003570 _
Description [

Inherits Setings from |, [ Thin Clients (2)
* 15 DABCC (0)
* BIGEL(2)

|» [ Profiles (34)

Based on [ 1GEL UD Pocxet 10.03 500,01 v

@ Activate no Settings
(U Activate 3ll Settings

‘ |_] Overwrite Sessions

5. The profile window opens, click to expand the System menu item located in the left
menu.
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6. Click to expand the Update node.
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8. You are brought to the Firmware Update Profile properties page. This is where
you will configure the IGEL OS where to download the firmware files. Depending
on the firmware repository you choose to configure in the previous section will
define what settings you will enter on this page.

9. If you are using AWS S3 as the firmware repository, as documented above, please
refer to your notes for the specific server name, port, and server path. In the example
above, it would look something like the screenshot below.

Enter your specific settings and click the Save button to save the new profile.
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10. If you are using a Citrix ShareFile server as the firmware repository, as
documented above, please refer to your notes for the specific server name, port,
server path, username, and password. In the example above, it should look

something like the screenshot below.
Enter your specific settings and click the Save button to save the new profile.

11. If you are using a Microsoft 1S FTP server as the firmware repository, as
documented above, please refer to your notes for the specific server name, port,
server path, username, and password. In the example above, it should look

something like the screenshot below.
Enter your specific settings and click the Save button to save the new profile.
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12. Now that you have created the firmware update profile you will need to assign it to
the desired IGEL OS devices. This can be done in two ways, 1) you can drag and
drop the newly created profile to a folder or device containing the IGEL OS devices
you wish to assign the profile to, or 2) you can assign it using the Assigned Objects
panel of the UMS.

For this example, let’s assign the device using the Assigned Objects panel. Click
the + icon located in the Assigned Objects section.

13. The Select assignable objects window opens, and you are presented with a tree of
folders and devices to assign to the new update firmware profile. Do note that you
are just assigning the firmware update settings and not triggering the update itself.
In this case, it is not necessarily bad to assign the profile to all the desired devices at
once. The update is relatively small and would not require a reboot.
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14. Select the desired objects and click the > button to move them to the Selected

objects pane. Repeat this step until you have assigned all the folders and devices
you wish to the update firmware profile.

Click the OK button to when finished to assign the profile to the desired IGEL OS
devices.

Select assignable objects [ ]

| ¥ 3 Thin Chents 2) i ITCECL008B96TFC
¥ 'n DABCC (0)
% Cloue Gatewar (0)
5 voCin)
¥ ' IGEL(2)
8 Germany ()
v IpUSA@
B (TCoB0027F 72803
. TOACIBSTFT
\» B Files (21)

15. The update time dialog box is opened prompting you to define when you would like
the new settings to take effect. Select the desired settings and click OK to continue.

Update time "

When should these changes take sffect?
@ texnt Revoot
) Now

L) Alwayn apply settings on nes reboot (and dont show this dialog agan)
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5. How to Deploy a Firmware Update

Once you have successfully downloaded the IGEL OS firmware and configured the
IGEL UMS to update the IGEL OS firmware you are required to deploy it. In simple
terms, in this step, you tell the IGEL OS when to download and update the firmware.
IGEL provides four different options to configure the deployment; locally, via the
UMS, automatically on shutdown or startup and you can create a scheduled task to
update at a specific date and time.

This section is broken down into the following three possible steps, only one is needed:

e How to Manual Deploy from UMS
e How to Automate Updates on Shutdown
e How to Schedule Updates using Jobs & Views
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5. 1. How to Manual Deploy from UMS

The following steps detail how to manually configure deployment of the IGEL OS
firmware update via the UMS. This option triggers the update to occur right away, in
real time.

1. To deploy the IGEL OS firmware update you will need to do that from the IGEL OS
folders or the device itself.

In this example, let’s trigger the update for all devices in a folder. Right-click on the
desired folder and click the Update & snapshot commands.

Click the Update link to continue.
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2. The Update Firmware of Thin Clients window is opened listing the devices that
will be updated. Confirm the list is correct and click the Update button to install the
updates.

Update Firmware of Thin Clients X

Upacate Furmvvaars of Thin Chents

W [TC00027 46D

|

-

3. The firmware update should have started, look at an affected device, you might
notice message boxes showing the progress of the firmware update.

Once finished the device will reboot, and the new OS version will be ready to use!
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5. 2. How to Automate Updates on Shutdown

Although it is powerful to be able to deploy a new update on-demand, it might just be in
your best interest to deploy the update the next time the device is shutdown.

The following steps details how to manually configure deployment of the IGEL OS
firmware update via the UMS the next time the desired devices are shutdown.

1. To automate firmware updates the next time the IGEL OS is shutdown you need to
do that from a folder containing IGEL OS device the desired device itself.

In this example, let’s trigger the update for all devices in a folder. Right-click on the
desired folder and click the Update & snapshot commands.

Click the Update when shutting down link to continue.
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2. The Update Firmware of Thin Clients on next shutdown window opens listing
the devices that will be updated. Confirm the list is correct and click the Update
when shutting down button to install the updates.

Update firtmware of Thin Client on next shutdos

Update Srrvware of Thin Chierd on nest snusooen
W ITCOM0ZTESCERD

It’s that simple, the next time the configured IGEL OS devices are shutdown, the
desired firmware update will occur.
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5. 3. How to Schedule Updates using Jobs & Views

The IGEL UMS ships with a powerful feature for scheduling tasks called Jobs. With
Jobs, you send reoccurring or one-time only commends to an IGEL OS device or a
group of IGEL OS devices.

Currently, the UMS support sending the following commands via a Job:
e Update
e Shutdown
e Reboot.
e Suspend
e Update on boot
e Update on shutdown
e Wake up
e Settings TC->UMS
e Settings UMS->TC
e Download Flash Player
e Remove Flash Player
e Download Firmware Snapshot
e Partial Update
e Update desktop customization

To learn more about the UMS Jobs feature, please refer to the following eDocs article:
https://kb.igel.com/endpointmgmt/en/jobs-910606.html.

The UMS also ships with a feature called, Views that perfectly compliment the Jobs
feature. A View allows administrators to define a list of devices based on many
different criteria, For example, listing all the devices that are older than a certain
firmware version. Once a View is created, you can assign it to a Scheduled Job.

To learn more about the UMS Views feature, please refer to the following eDocs article:
https://kb.igel.com/endpointmgmt/en/views-910591.html.
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The following steps detail how to schedule a firmware update using the UMS Jobs and
Views features:

1. If you would like to use a View to define a list of devices based on criteria more
than just a group of devices or specific devices, then a View is for you. To create a
View right-click on the Views node in the left menu and click the New View link.
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2. Enter a descriptive name in the Name text box and click Next to continue.

View name

Name | Define_my_concerned_Endpoints_for_tUupdate _ ]

Descripbion I

—
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3. You are prompted to select the criteria you would like to use to make the list of
devices. As you can see, there are many options to choose from. You can even filter
the list by using the Filter text box.

For this example, click the Directory radio button and then click Next to continue.
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4. The Directory Search page allows you to define which thin client folder you wish
to narrow your search within. Click the in radio button and then click Browse.

Directory search

Directory @ n L benoath

Create now view .
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5. Select the thin client directory you wish to use and click the OK button to continue.

Select a Thin Client Directory X

v 127 Thin Cllents (1)
& Defaults (0)
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6. You are brought back to the Create new view page, click Next to continue.

Create new view
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7. You are asked if you would like to continue building your view or create additional
search criteria.

For our example, click the Narrow search criterion (AND) radio button and then
click Next to continue.

Finish view creation

MName Defme _ry_conceraned Eaopuierta_Su_upites
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8. The next screen allows you to define the criteria the narrow your search. In the
example below, we have used the Filter function to narrow the results to the item
related to firmware. Click to check the Firmware Version radio button and then
click Next to continue.

Select criterion

nware h » |
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9. You are prompted to enter the version number you wish to build the list upon. You
can define if the list contains all devices with the same version or the devices
above/below or not like at all.

For this example, click the below radio button to build the list of all devices that are
below the stated version number.

Enter the desired version number in the text box and click Next to continue.

Version numder () saat () adows Detow ) Not hiea

(10541 o —

10. You prompted if you would like to continue building your view or create additional
search criteria. Though, we are done! Click the Finish button to have the UMS build
the View.

Croate new view
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11. You are brought back to the UMS, and your View is listed containing the client
devices found. You are ready to create the Job and schedule the firmware update.
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12. To trigger the IGEL OS firmware update via a UMS Job, right-click on the Jobs
entry in the UMS’ left menu and click the New Scheduled Job link.
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13. Enter a friendly name for the new job in the Name text box.
Details
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14. Click the Command combo box to reveal the list of possible commands you can
schedule. In this list, you will find the ability to Update on Boot and Update when
shutting down.

Select the desired command.
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15. Next, configure the time you wish the command to execute in the Execution time
text box and then select the day in the Start date text box. When finished, click the
Next button to continue.

lew Scheduled Job -

Detaiis
rame Upaate IGEL O3
Command un-a-éoa ;)
Sttcwe 20130321 B e
Comment q T -
Bmmu
R O
Teet |20
et
Job 0

Nest Esocuion  Mar 21 2010 8.00 PM

User

-

16. The next screen prompts you to define the specifics on when you would like the Job
to execute. Familiarize yourself with the settings, though in our use-case all you
need to do is click the Next button to continue.
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17. You are prompted to assign the desired IGEL OS devices you wish to add to the
new Job. Click to select a folder, device, or View and click the top arrow button to
move it to the Selected objects folder. Repeat this step to assign all the desired
folders and devices and click the Finish button to create the new Job.
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18. If all goes as planned, the Job is created, and you are presented with the Job’s
properties page.
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19. You can view the Jobs status by scrolling down to the Execution Results section of
the page. You are presented with a list of the devices in the Job along with the
status. For example, the device in our example will run the firmware update the next
time the device boots.

[
& TostSutgten S — WMt Deeete e
vy P momesreows . B T L0 m——
1 e e cmemmnt FamAt b gt
D it
* 8§ Sam
S Tyvwws o
§ G5 \eene Desns 00 M 001 0
* U \semar Destey 08 3 1M 010N
-
- _p—

20. In the example below, you see the device was rebooted, and the firmware update
was a success!
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21. If you are not so lucky and the update fails, it is possible the device was not able to
connect and download the firmware files. In this case, you will want to verify the
host IP address is stated correctly in the Host text box of the desired firmware

update.

The screenshot below works for when deploying updates via the UMS Universal
firmware update feature.

orr ~ L

T e ST

" . see
.t Jr——
"

22. You can also view these settings from the IGEL OS by clicking Start > System
icon > Setup. Then click to expand the System node > click Update and then click
the Firmware Update link to expose the firmware update settings that have been
assigned to the local device. Verify the IP address is the address of the firmware
repository and if not then verify you followed the above steps properly.
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6. How to Update Existing Profiles

New versions of the IGEL OS might add new features and/or updates to installed
applications, such as the Citrix Receiver. It is important to understand UMS profiles are
specific to the firmware version they were based on, usually the latest version deployed
at the time the profile was created. Thus, after you deploy firmware updates, it’s
recommended to go through your profiles and update the desired profiles to the latest
version. Of course, this is only required if a new feature was added to the configuration
you are deploying. For example, upgrading the Citrix Receiver to the latest version.

The following steps details how to update a profile to utilize the latest firmware
configurations:

1. Browse to the desired profile and click it. You will be shown the profiles Name,
Description, and Based on settings. The Based on combo box is the setting you
need to click to upgrade to the desired firmware version.

2. Click the Based on combo box to expose the list of firmware versions available to
assign to the profile. Select the desired version. Repeat this step for the profiles that
have a new feature you wish your deployed devices to take advantage of.
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3. If you have many profiles and wish you update them all to the latest firmware
version at the same time, then you can use do this too. Right-click on the folder, be
it the root or a subfolder and click the Update Firmwareversion link in the context

menu.

4. The Update profile to new firmware version window opens allowing you to select
the desired firmware version. Once selected, click the OK button to update all

profiles at once.

Update profile to new firmware version
Updaate profile 10 new Rrmware varsion

7 Mul-Display

/7 Look and Feel

7 Ui Lockdown

/3 NTP Sarver

/7 German Timezone
[7 Eastern US Timezone
1 _Canala DS

Update to firmware | IGEL Universal Deskop OS 3 10.04.100.01
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5. If all goes as planned, you will be presented with the following popup telling you
the update was successful! Click OK to continue.

Profile upcate was successtul

For more information on how to update an existing profile and change the Citrix
Receiver version, in case a new version was released, please refer to the following blog
article https://masterxen.wordpress.com/2018/03/21/post-igel-firmware-
missing-new-citrix-receiver-version/
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